
STRIKE FLOATING SLAB

GRADE AND ADHERE PPI

TO PENETRATIONS AND

PERIMETER LOCATIONS.

NOTE:

PPI TEAR STRIP

MUST BE ON TOP

WITH TEAR SLOT

FACING TOWARDS

FLOOR TO BE

POURED.

LAYOUT CHANNEL RUNS FOLLOWING

SHOP DRAWING LAYOUT. LEAVE 1/8" TO

1/4" GAP BETWEEN CHANNEL ENDS.

TRIM ENDS OF CHANNEL AND ADHERE

PADS AS NECESSARY TO MAINTAIN 4"

PERIMETER CANTILEVER. ADD

OPTIONAL ABSORBITIVE BATTING

BETWEEN CHANNEL.

FOLLOWING INDUSTRY STANDARDS,

INSTALL CORRUGATED STEEL DECKING

WITH GROOVES RUNNING

PERPENDICULAR TO CHANNEL RUNS.

PLACE REINFORCEMENT AND POUR

ISOLATED SLAB PER PROJECT

DESIGN AND SPECIFICATIONS.

AFTER CONCRETE HAS CURED,

GC TO REMOVE PPI TEAR STRIP AND

EXCESS POLY SHEETING AT SLAB

PERIMETER.

GC TO CAULK SLAB PERIMETER USING

SEALANT PER SEALANT

MANUFACTURER'S INSTRUCTIONS.

STRUCTURAL NOTE:
STRUCTURAL SLAB F- NUMBERS

F -FLOOR FLATNESS NUMBER

SPECIFIED OVERALL VALUE = 38

MINIMUM LOCAL VALUE    = 25

LAY POLY SHEETING 18" FROM PERIMETER

AND EXTEND OVER PPI AND ADHERE TO

CURB OR WALL.

4" MAX 4" MAX

kineticsnoise.com/fic/concrete

DIMENSION FORMAT: IN [mm]

FIC CONCRETE ISOLATED SLAB:
INSTALLATION SEQUENCE 10/16/19 AA002036

SCALE: N.T.S.
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