S4 IMPALING PIN

— SUBSTRATE

S4 IMPALING PIN /—54 PANEL

MOUNTING FASTENERS
(BY OTHERS)

LOCK
WASHER

LOCK WASHER

S4 IMPALING PIN
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. DETERMINE EXACT PANEL LOCATIONS

S4 PANEL . FASTEN IMPALING PINS TO SUBSTRATE WITH
A MINIMUM OF (2) FASTENERS (BY OTHERS)

. IMPALE PANEL ONTO PINS
. CUT OFF EXCESS PIN LENGTH
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CUT OFF PIN
TO PREVENT INJURIES
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PANEL LENGTH # OF CLIPS
UP TO 48" 4
42" To 72" 6
73" TO 120" 8

NOTE: PSA ADHESIVE BACKING ON IMPALING
PIN TO BE USED FOR LOCATING PIN ONLY.

THIS 1S NOT ACCEPTABLE FOR PERMANENT
MOUNTING. FASTENERS MUST BE USED TO

SECURE PIN ASSEMBLY TO SUBSTRATE.
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TITLE KINETICS S4 Panel LAST DATE DRAWN BY DRAIING NO.
KINETICS INSTALLATION DETAILS REVISED

Noise Control UTILIZING IMPALING PINS 01/09/18 DQK INSTALLIS




